
27

Raised design

5517

52

3.5

18
1–

3 
p

ol
.

L1

PCB

Mushroom-head pushbutton rectangular, IP 40

Product can differ from the current configuration. 

Dimensions [mm]
L1 = Solder terminal 2.8 x 0.5 mm, 
PCB = Print terminal

Mounting cut-outs [mm]

Equipment consisting of (schematic overview)

Mushroom-head 
cap page 83

Front bezel page 88

Actuator

Fixing nut

Switching 
element

Each Part Number listed below includes all the black 
components shown in the 3D-drawing.

To obtain a complete unit, please select the red com-
ponents from the pages shown.
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 Mushroom-head pushbutton actuator rectangular, Front dimension 18 x 24 mm
Maintain to momentary action 
is switchable, reversible

Snap-action 
switching element

52 mm 1 NC + 1 NO C - B PCB 901F.000-0P 1 1 0.013 kg

2 NC + 2 NO C - B PCB 902F.000-0P 1 2 0.014 kg

3 NC + 3 NO C - B PCB 903F.000-0P 1 3 0.014 kg

55 mm 1 NC + 1 NO C - B Solder 2.8 x 0.5 mm 901F.000-00 1 0.013 kg

2 NC + 2 NO C - B Solder 2.8 x 0.5 mm 902F.000-00 2 0.014 kg

3 NC + 3 NO C - B Solder 2.8 x 0.5 mm 903F.000-00 3 0.015 kg

Contacts: NC = Normally closed, NO = Normally open
Switching action: B = Momentary, C = Maintained
The component layouts you will find from page 107
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Raised design
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Mushroom-head pushbutton round, IP 40

Product can differ from the current configuration. 

Dimensions [mm]
L1 = Solder terminal 2.8 x 0.5 mm, 
PCB = Print terminal

Mounting cut-outs [mm]

Equipment consisting of (schematic overview)

Lens page 83

Front bezel page 88

Actuator

Fixing nut

Switching 
element

Each Part Number listed below includes all the black 
components shown in the 3D-drawing.

To obtain a complete unit, please select the red com-
ponents from the pages shown.
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 Mushroom-head pushbutton actuator round, Front dimension Ø 24 mm
Maintain to momentary action 
is switchable, reversible

Snap-action 
switching element

52 mm 1 NC + 1 NO C - B PCB 901F.000-0P 1 1 0.013 kg

2 NC + 2 NO C - B PCB 902F.000-0P 1 2 0.014 kg

3 NC + 3 NO C - B PCB 903F.000-0P 1 3 0.014 kg

55 mm 1 NC + 1 NO C - B Solder 2.8 x 0.5 mm 901F.000-00 1 0.013 kg

2 NC + 2 NO C - B Solder 2.8 x 0.5 mm 902F.000-00 2 0.014 kg

3 NC + 3 NO C - B Solder 2.8 x 0.5 mm 903F.000-00 3 0.015 kg

Contacts: NC = Normally closed, NO = Normally open
Switching action: B = Momentary, C = Maintained
The component layouts you will find from page 107
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Accessories

Additional Information

• Can only be used with front bezel Ø 18 mm

Mushroom-head cap, IP 40

Mushroom-head cap Part No. Weight

 Mushroom-head cap rectangular, 18 x 24 mm
red opaque 200-5320-00 0.005 kg

 Mushroom-head cap round, 24 mm
red opaque 200-7320-00 0.005 kg

green opaque 200-7340-00 0.005 kg

yellow opaque 200-7370-00 0.005 kg

black opaque 200-7390-00 0.005 kg
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Accessories

Additional Information

• Front bezel IP 65 is supplied with fitted sealing 
ring.

Front bezel

Product attribute Front protection Front bezel Part No. Weight

 Front bezel square, 18 x 18 mm
IP 40 Plastic grey 200-3000-00 0.002 kg

Plastic black 200-4000-00 0.002 kg

 Front bezel rectangular, 18 x 24 mm
IP 40 Plastic grey 200-5000-00 0.002 kg

Plastic black 200-6000-00 0.002 kg

 Front bezel round, 18 mm
IP 40 Plastic grey 200-1000-00 0.002 kg

Plastic black 200-2000-00 0.002 kg

 Front bezel square, 24 x 24 mm
IP 40 Plastic grey 200-9000-00 0.002 kg

Plastic black 200-0000-00 0.002 kg

IP 65 Plastic grey 200-9000-W0 0.002 kg

Plastic black 200-0000-W0 0.002 kg

 Front bezel round, 24 mm
IP 40 Plastic grey 200-7000-00 0.002 kg

Plastic black 200-8000-00 0.002 kg

IP 65 Plastic grey 200-7000-W0 0.002 kg

Plastic black 200-8000-W0 0.002 kg
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